
Technical data

Reference A B C D E F G Poids net
cm cm cm cm cm cm cm KG

4:3 format  black borders
MPP02B1135180 129 172 4 137 180 193,5 184,5 8
MPP02B1150200 144 192 4 152 200 213,5 204,5 9
16:9 format black borders  + extra drop
MPP02B1101180 95 172 30 129 180 193,5 184,5 8
MPP02B1112200 106 192 30 140 200 213,5 204,5 9
MPP02B1135240 129 232 30 163 240 253,5 244,5 12
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Manual screens equipped with a spring
roller for silent operation.

• Fire-resistant matt white projection surface.

• Automatic stopping device on the whole
length (approximately every 10 cm).

• Screen housed in a steel case with white
epoxy varnish.

• Wall or ceiling mounting brackets integrated
in the edges of the screen.

A Image height
B Image base
C Extradrop
D Fabric total height
E Fabric total base
F Casing length
G Weighing bar length
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Extending brackets
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Side view

ORAY 2000 HCManual screens
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EXTENDING BRACKETS

OPTIONS 
AND ACCESSORIES
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Chemin de Beaurepaire - CS 42005
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Reference the pair      Dimension        
OPTECAR10                10 cm
OPTECAR20                20 cm
OPTECAR30                30 cm


